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-1415 in 1963, The structure was widened [n 2003, The superstructure
Deck Beams supporting o bituminous concrete wearing surface. The length
of bearings. The existing deck width is 48-4" out fo
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The deck is noi skewed.

closed during construction.
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Remove bituminous concrete wearing surface ond waterproofing membrane system and place
concrete wearing surface.
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GENERAL NOTES

1. Reinforcement bars shall conform to the requirements of

AALSHTO M-31 or M-322 Grade 60.

2. Plan dimensions and details reiative to existing structure
subject to

have been faken from exlsting pilans
nominal construction variations. It s
responsi

and are

'y fo verify such d/"nen.siorzs cnd detdils

".// be the Contractor’s
in the

field and maoke necessary approved adjustments prior to

construction or ordering of materlals.
not bé cause Tor additional compensation for
the scope of the work; however, the Contract

ac
or wil

Such variationis shall

in
baid

for the quantity actually furnished at the unit price bid for

the work.

3. Any reinforcement bars that ore damaged during concrefe

removal shall be replaced with an approved bar spi

anchorage system. Cost Inciuded with

¢ or

"‘Concrete Removal”.

4. All construction joints shall be bonded.
TOTAL BILL OF MATERIAL

ITEM UNIT {QUANTITY
Bituminous Concrete Suffuce Sqg vd 240
Removal Complete
Concrete Removal Cuyd i 2.4
Ereformed Joint Seal 13" Foof | - 3i
Preformed Joint Seal 25" Foot ! 31
Concrete Superstruciure Cu Yd 5.0
Bridge Deck Grooving Sq Y 220
Profective Coat Sqg Yd 310
Formed Concrete Repair (Depth EFgual Sq Ft
to or Lea Than 57 30
Relnforcemant Bars, Epoxy Coafed Pound 3,700
Epoxy Crack Seaiing Foot 110
Concrete Wearing Surface Sg vd 240
Bearing Pod Adjustment Fach 26
Cleaning and Painting Exposed Rebar Sq Ft 5
Fu “msﬁmg ond Erecting Structural Stes! | Pound 1,684
Formed Concrete Repair (Depth Larger Sq. Ft. 10
Than 3")

LOADING HS20-44

Alfow 25 1bs./sq.fT.

DESIGN SPECIFICATIONS

1996 AASHTO w/i997 &

DESIGN STRESSES

FIELD UNITS
= 3,500 psi
= 60,000 psi
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WEST FRONTAGE ROAD OVER PALATINE RQOAD

FAP 305/PALATINE ROAD

SECTION 2004-108 BR

COOK COUNTY
STA. 0+88.97

STRUCTURE NO. 016-2530
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